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EN › New hot&cold water high pressure washer with stainless steel body and boiler, direct water mains connection. Equipped 
with analogic pressure gauge and  electric command console with possibility to set the desired water temperature (from 
20°C to 90°C). The digital display will advise the user about the necessity to proceed with the boiler maintenance.

IT›  Nuova idropulitrice ad acqua calda o fredda con carrozzeria e caldaia in acciaio inox. Attacco diretto alla rete 
idrica.  Dotata di manometro analogico e di una consolle elettronica di comando con possibilita di impostare la 
temperatura dell'acqua desiderata (da 20° C a 90°C). 
Un display digitale avvisa l’operatore quando è necessario effettuare la manutenzione della caldaia.

APPLICATIONS

Motor: 1,5 kW

Boiler: 14,4 kW

bar
150

HYDROBOX
10,5kW - 15,9kW

Boiler material
Stainless steel AISI 304
(with interchangeable heating element)

Maximum output

10,5 kW - 15,9 kW

Power supply

3~ 400 V - 50/60 Hz

Boiler volume

5 L

Boiler output

9,0 kW - 14,4 kW

Motor output

1,5 kW

Operating pressure

from 0 to 150 bar

Water T°

from 20° to 90° C

Water flow

10,5 kW: 2 l/min - 15,9 kW 4 l/min

Power cord

8 m

Weight

57 Kg

Body material
Stainless steel AISI 304 (BA)
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High pressure water lances
lance ad alta pressione

500mm

700mm

900mm

1200mm

High pressure water hoses
10m - 15m
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